
2 Features: 

 Model # NX4 
1 MASSIVE AUDIO NANO BLOCK 

PRODUCTION UNIT TEST REPORT               

Serial # 96167                                                            

 4 X 100W rms Class-AB amplifier. 

 2 ohm load stable. 

 Double Side PCB and SMD components. 

 Adjustable Input level, LPF, HPF. 

 Advanced short circuit, overload, over heat and over/low voltage protection. 

 Heavy duty gold plated terminals. 

3 Detailed specs: 

3.1 Test Condition. 

All the specs were tested under the following conditions
1. Power supply: 14.4V DC power supply 
2. Test signal: 1 KHz sine wave. 
3. Loads: Resistor dummy load. 
4. Environment: 77 degree F, open air. (25 C)  
5. Relative humidity: 70%. 
6. Instrument: Audio Precision SYS-2322A. 
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Following chats shows the output power with THD+N curve at 4Ohm ,2 Ohm stereo and 
bridged power @ 8 ohms , 4 ohms. 

Chart 1. RMS output power @4ohm with THD+N 

Chart 2.  RMS output power @2ohm with THD+N 

3.2 Output power performance 

Following table is the RMS output power with THD+N(<22KHz) value at 5%, 3%, 2% and 1%. 

Table 1 Output Power with THD+N 

RMS power (4ohm) RMS power (2ohm) Bridged RMS power     Power 

THD+N Left Right Left Right 8ohm 4ohm 

THD+N=5% 116W 116W 170W 170W 180W 280W 
THD+N=3% 108W 108W 160W 160W 165W 270W 
THD+N=1% 98W 98W 145W 145W 150W 240W 



Chart 3. Bridged RMS output power @8 Ohm with THD+N 

3.3 Frequency Response 

1. -3dB frequency response: 10Hz~65KHz. 

Chart 4. Bridged RMS output power @4 Ohm with THD+N 



Chart  6.   A-HPF Filter response 

Chart 5  Frequency Response

3.4 LPF & HPF Filter features 
1. A-HPF adjustable from 17Hz~210Hz. 
2. B-LPF  adjustable from 60Hz~800Hz. 
3. B-HPF adjustable from 50Hz~700Hz. 

Chart 7  B-LPF Filter Response



3.5 THD+N 

THD+N=0.036% (A-weighted) @ 38W output power with 4ohm load. 

3.6 Protection System  

1. Overload:  
   Protect less than 1.3 Ohm loads at full-scale output power. 

2. Short Circuit: 

   Full rated power short circuit protect test: passed. 
   Full rated power long last short circuit test: 10 minutes passed. 

3. Over temperature: 

4. Over/under voltage: 

Outside of operating range of 12VDC to 15 VDC 

3.9 Idle current and Efficiency: 

1. Idle current: 0.6A 
2. Efficiency:  59% at 64W 4ohm load stereo 

3.10 Dimension 

 Amplifier measurements is 5.51” x 10.1” x 2.12”(W,L,H). 
140mmX255.5mmX54mm(W,L,H). 

   Protect while inner temperature over 185 F  (81 C)   °   °

Chat 8. B-HPF Filter response 



PANEL LAYOUT

1. SPEAKERS

2. +12 Volt Power

3.Remote Turn On

4.GND

5. RCA input jacks

Connect speakers/subwoofers to these terminals. Be sure to check wire for proper polarity. Never 
connect the speaker cables to chassis ground.

Connect this terminal through a FUSE or CIRCUIT BREAKER to the positive terminal of the vehicle 
battery or the positive terminal of an isolated audio system battery.
Warning: Always protect this power cable by install ing a fuse or circuit breaker of the appropriate  size 
within 18 inches (45cm) of the battery terminal connection.

This terminal turns on the ampl if ier when (+)12 volt is appl ied to it . Connect it to the remote turn on 
lead of the head unit or signal source.

Connect this cable directly to the frame of the vehicle. Make sure the metal frame has been strippe d 
of all paint down to the bare metal. Use the shortest distance possible.  It is always a good idea to 

replace the factory ground at this time with a larger cable equal to the new ampl if ier power cable or 
larger. CAUTION: Do not connect this terminal directly to the vehicle battery gr ound terminal or any 
other factory ground points.

These RCA input jacks are for use with source units that have RCA outputs. A source unit with a 
minimum level of 200mV is required for proper operation. The use of high qual ity twisted pair cables is 
recommended to decrease the possibil ity of radiated noise entering the system.

6. Front Gain Control 

7. Front HPF control 

8. Rear Gain Control

9. Rear Crossover selector and adjustment dail 

This LED will l ight up when ampl if ier works properly.

The red LED will l ight up and will be flashing if there is a fault  presented to the ampl if ier.  Pl ease 
disconnect the ampl if ier and resolve the fault before reconnecting the ampl if ier.

11. Power Indicator

10. Protection Indicator
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